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Turnkey Palletizing Solutions

Over 500 Robotiq Palletizing Solutions have improved factory productivity worldwide.

Food Pharmaceutical Beverages Consumer goods Building materials Small fur nitures Automotive parts 

  
 

Model
Payload 27 kg (60 lb) 18 kg (40 lb) 11.5 kg (25 lb) 18 kg (40 lb) 11.5 kg (25 lb)
Reach    
Throughput* 10 cycles/min 10 cycles/min 13 cycles/min 13 cycles/min 13 cycles/min
Pallet height* 2750 mm (108 in) 3000 mm (118 in) 2750 mm (108 in) 2150 mm (84 in) 1550 mm (60 in)
Max pallet width 1219 mm (48 in) 1219 mm (48 in) 1219 mm (48 in) 800 mm (31 in)
Max pallet depth 1219 mm (48 in) 1219 mm (48 in) 1219 mm (48 in) 1219 mm (48 in) 1219 mm (48 in)
Num of box patterns Unlimited Unlimited Unlimited Unlimited Unlimited
Gripper compatibility All All All All All
Footprint  2900 x 1766 mm  2900 x 1766 mm  2700 x 1766 mm  2900 x 1766 mm  2700 x 1766 mm
Software Robotiq Material Handling 
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The AX Series uses a 7th axis as a linear transfer system to extend the robot’s vertical reach. 
The AX Series excels by providing the fastest cycle times and highest reach 

of any comparable palletizing system—all in a compact footprint. 

1219 mm (48 in)

The PE Series, ideal for settings with fewer pallet height variations, 
makes the most of limited spaces by mounting cobots on a pedestal, 

which maintains high performance in compact areas.  

Set up your application in three easy steps.
Automatically generate and optimize all trajectories and robot movements, using only the info below:

1. Enter Box Dimensions & Weight 2. Enter Pallet Dimensions 3. Set Pallet Patterns
Enter dimensions for height, width and depth.
Enter package payload.
Set grip position.
*Optional - set label orientation.

Enter dimensions for front, side and height.
Select the side your pallet is positioned.
*Optional - set search height for inconsistent pallets.

Layout pattern A for packages based on pallet.
*Optional - set label orientation.
*Optional - layout pattern B for alternating layers.
Enter number of layers.
Edit layer sequence.


